
AP Red

INDUSTRIAL MAINTENANCE
Water/Discharge applications

Applications
Water discharge for heavy duty applications.

Advantages
n Coils flat for easy storage and handling.
n Light weight.
n Long length.
n High bursting pressure.
n Wide range of diameters.

Technical description
Inner tube: PVC, black, smooth.
Reinforcement: synthetic textile.
Cover: PVC, red, smooth.
Temperature range: - 10 °C  to + 40 °C .

Complementary information
Working pressure and bursting pressure mentioned are valid at + 20 °C.
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ID
mm

Working pressure
bar

Bursting pressure
bar

Weight
kg/m

Length
m Article number

Stock ( n ) or min.
order

m

35 16.0 48 0.41 50 0083908 200
100 0125390 200

41 16.0 48 0.51 50 0201470 n

100 0201471 200
45 16.0 48 0.55 50 0201472 n

100 0201473 200
50 16.0 48 0.6 50 0201474 n

100 0201475 200
63 16.0 48 0.84 50 0201476 200

100 0201477 200
70 14.0 42 0.95 50 0201478 200

100 0201479 200
90 12.0 36 1.15 50 0201482 200

100 0201483 200
100 11.0 33 1.4 50 0201484 200

100 0201485 200
150 7.0 21 2.5 50 0201486 200

100 0201487 200

Branding

No branding

Trelleborg Industrie SAS - ZI La Combaude - Rue de Chantemerle - 63050 Clermont-Ferrand Cedex 2 - France
www.trelleborg.com/industrialhose


